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MINISTRY OF COMMERCE 


NOTIFICATION 


New Delhi, the 14th February 1986 


S . O . 495 . - Whereas the Central Government is of opinion that in exercise 
of the powerg . conferred by section 6 of the Export ( Quality Control and Inspec 
tion ) Act , 1963 ( 22 of 1963 ) , the rubber hoses mentioned in Annexure I to this 
notification shall be subject to inspection prior to export ; 

And whereas the Central Government has formulated the proposals specifed 
below for the said purpose and has forwarded the same to the Export Inspection 
Council as required by sub - rule ( 2 ) of rule 11 of the Export ( Quality Control 
and Inspection ) Rules, 1964 ; 

Now , therefore, in pursuance of the said gub - rule , the Central Government 
publishes the said proposals for the information of the public likely to be attected 
thereby . 

2 . Notice is hereby given that any person desiring to forward any obiection or 
suggestion with respect to the said proposals may forward the same within thirty 
days of the date of publication of this notification to the Export Inspection Coun 
" 1], World Trade Centre, 14 / 1 - B , Ezra Street , 7th flour, Calcutta - 1 , 
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Proposals 
( 1 ) To notify that the rubber hoses shall be subject to inspection prior to 

export; 
( 2 ) To specify the type of inspecțion in accordance with the Export of 

Rubber Iloses ( Inspection ) Rules , 1966, as the type of inspection 

which would be applied to rubber hoses prior to their export; 
( 3 ) To recognise the specifications as set out in Annexure II to this notifica 

tion is the standard specifications for the rubber huscs ; 
( 1 ) To pri üibit the cxport, in the course of international trade, of any 

rubber huse , unless the same is accompanied by a certificate issued 
by an inspection agency recognised for the purpose under section 7 
of the Export ( Quality Control & Inspection ) Act , 1963 ( 22 of 1963 ) , 

to the effect that the rubber hose is export-worthy . 
3. Nothing in this notification shall apply to the export of samples of rubber 
hoses to prospective buyers. 

4 . In this notification , rubber hose shall mean any of the rubber hoses men 
tioned in Annexure I to this notification , made from compounded vulcanized rub 
ber reinforced with woven fabric or braids of cotton , synthetic yarns and wires 
over the rubhcr iining and used for the purpose of discharge or suction of all 
types of fluids under high or low pressure. 


ANNEXURE I 
1. Water Delivery Hose (Woven Reinforcement) . 
2 . Water Delivery Hose ( Braided ). 
3 . Water Suction Hose . 
4 , Steam Hose 
. 5 , Air Itose . 
6 . Oil Resisting Hosc . 
7. Chemical Hose ( excluding organic liquid solvents ) . 
8 . Welding Hose. 
9 . Pneumatic Tool Hose . 
10 . Sand Blast Hose . 
11. Spray Hose. 
12. Radiator Hose . 
13 . Railway Vacuum Brake Hoge . 
14 . Railway Water Feed Hose . 


ANNEXURE II 
1. Specifications for Water Delivery Hoses (Woven Re-inforcement) 
( 1 ) The dimensions of rubber hoses shall be as agreed to between the buyer 
and seller. 

( 2 ) The rubber hoses shall be tested for the characteristics conforming to 
the requirements as specified below : 


teristics 


Requirements for 
Low Pressure 

High Pressure 


LY 


Lining 


Cover 


Lining 


Cover 


40 


70 


Tensile Strength kg /Sq. cm . (minimum ) 

on at brcak, per cent(minimum ) 


. 
: 


200 


40 
200 


250 


70 
052 


-SEC, 3 (1 ) ] 


THE GAZETTE OF INDIA EXTRAORDINARY 


69 


-- 


- - 


- 


- 


- - 


C 


eres - 


Requirements for 


Low Pressure 


High Pressure 


Kg. 


Kg. 


4 . 5 


( c ) Adhesion : — ( Separation shall not exceed 25 

mm / ininimum under the following specilicu 
loud ) : 

(1) Between Tabric Plies 
( 11 ) between lining and fabric 

(iii ) Between Cover and fabric 
(d ) Bursting Pressure : (Kg./Sq. Cm .) (Minimun , 

Internal Diameter 


ininin 


4 . 0 


4 : 0 


Low Pressure 


High Preusuic 


10 
10 


IO 


12 - 5 mm 
· 1600 » 

20 019 
250 
31. 5 32 
38 . 5 » 


13 


- - - - - - - - - - - 
( 3 ) Each length of rubber hoses shall be indelibly marked adjacent to each end 
with the manutacturer s name or trade malc, il ay, hose denominations, month 
and year of manufacture. 

2. Specifications for Water Decivery HOS< 8 ( Braided ) 
( 1 ) The dimensions of rubber hoses shall be as agreed to between the buyer 
and seller . 

( 2 ) The rubber hoses shall be tested for the characteristics conforming to the 
requirements as specified below : 


--- 


- - - -- - - 


Characteristics 


Requirements for 


Low Pressure 


High Pressure 
Lining Cover 


Lining 


Cover 


40 


70 


40 
200 


(a ) Tensile strength Kg/Sq . Çm . (Minimum ) . 
(b ) Elongation at break , percent (Minimum ) 
( c ) Adhesion (Separatism shall not exceed 25 mm 

min under the following specified load ). 


70 
250 


200 


250 


250 


Low Pressure 


High Pressure 


Kg 


Kg. 


45 


45 


4 . 5 


4: 5 


(a ) Between fabric and plics 
(b ) Between Lining and fabric 
(c) Between Cover and fabric 
Bursting Pressure (Kg./Sq. Cm .) (Minimum ) 

Internal diameter 


4 . 5 


4: 5 


Low Pressure type 


High Pressure type 


14 


14 


14 


IO mm . 
125mm , 
16 mm , 
20 mm . 
25 : 5 mm . 
31* 5 mm 
38 mm . 


14 


14 


14 
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( 3 ) Each length of rubber hoses shall be indelibly marked adjacent to each 
end with the manufacturer s namę or trade mark , if any , hose denominatiok . 
month and year of manufacture . 


3 . Specifications of Water Suction . Hose 
The characteristics will he in accordance with the buyer s specificatione , 


4 . Specifications for Steam Hoges 
Steam Hoses are classifled in two types: 
( a ) Low Pressure type — Where steam pressures upto and including : 

2 - 5 kg /sq. cm . 
(b ) High Pressure type- - Where steam pressure between 2 -5 kg /oq .cm . 

5 kg / sq . cm . 
( 1 ) The dimensions of rubber hoses shall be as agreed to between the bayer 
and seller . 


( 2 ) The rubber hobes shall be tested for the characteristics conforming to the 
requirements as specified below : 


Characteristics 


Unit 


Requirements for 


UU 


Low Pressure 


. Lining 

70 1 


Cover 

70 


High Pressure 
Lining Cover 

85 $ s 


(a ) Tensile strength Minimum 


. Kg/ 94 . 

cm . 


Po ) Elongation at break minimum 


. 


per cent - 


200 


300 


200 


350 


- - - - - 


- - 


- - 


- 


- 


- - - - - - 


- - 


- 


- 


- 


- 


- 


- 


c ) Adhesion : 

The adhesion shall be such that the rate ol separation shall not exceed 25 mm /mtaipum 
nder the following specified loads . 
-- - - - - - 

Low Pressure High Pressure 
Kg. 

Kg. 
Botween lining and fabric 

53 


4 : 5 


4 5 


- - 


- - 


- 


- 


- 


Between fabric plies 

5 5 

6 
Between fabric and cover . . 
- . . 

- - - - - - -- - - 
(d ) Hydraulic test : 
This is to be carried on a piece of 100 cm . long and the minimum bursting pressure will be es 
follows : 

Low Pressure . . . . . . . . . 20 kg /sq. cm ) 
High Presyure . . . . . . . . . 55 kg /sq . cm . 


( 3 ) Each length of rubber hoses shall be indellbiy marked adjacent to each 
cnd with the manufacturer s nana or trade mark , if any , hose denominatione. 
month and year of manufacture . 
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5 . Specification for Air Hose of Rubber 
( 1 ) The Dimensions of rubber hoses shall be as agrecd to between the buyer 
and seller . 

( 2 ) The rubber hoses shall be tested for the characteristics conforming to the 
requirements as specified below ; 
- - - - - - - - - - - 

- - - - -- — 
Characteristics 

Unit 

Requirements for 
Light Duty Heavy duty 
Lining Cover Lining Cove 

- - - 
a ) Tensile strength (Minimum ) Kg/nq 

40 40 70 105 

cm . 
(b) Elongation at break (Minimum ) . Per cent 250 200 500 350 

mm -- - - 

-- - - - - - - 
( c ) Adhesion : 

The adhesion shall be such that the rate of separation does not exceed 25 
mm /minute under a load of 4 . 5 kg. for the following : 

(a ) Between braids 
(6 ) Between lining and braid 

(c ) Between cover and braid 
(d ) Bursting Pressurc (Kg/sq . cm .) (Minimuin ): 


Internal diameter 

mm 


por Light Duty 


for Heavy Duty 


Bursting pressure 

kg /sq . cm 
(Minimum ) 


Bursusg rie : 110 

(Minimum ) 


28 


6 . 30 


2B 


8 .00 


I0 : 00 


12 . 30 
16 : 00 
20 . 00 
25 . 00 
31 05 
38 . 00 
50 . 00 . 


28 


24 


( 3 ) Each length of rubber hoses shall be indelibly marked adjacent to each 
end with the manufacturer s name or trade mark , if any , lose denominations, 
month and year of manufacture. 

6 . Specifications for Oil Resisting Hoses 
( 1 ) The dimensions of Oil Resisting Hoses shall be as agreed to between the 
buyer and geller . 

( 2 ) The Oil Resisting Hoses shall be tested for the characteristics conforming 
to the requirements as specified below : 

- - 
Characteristics 

Unit Requirements for 

Lining Cover 


- - 


- - - 


- - 


1 


60 


55 


(a ) Tensile strength (Minimum ) . 
(6 ) Elongation at break (Minimum ) . 


. 
. 


. 
. 


. 
. 


. Kg/sq. 

CAT, 
. Per cent 


300 


250 


- 


- 


- - - - 


- 


- - - 


- 
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( c ) Adhesion ; 

The adhesion shall be such that the rate of separation does not exceed 25 . 
mm /minute under the following loads: 

(a ) Between fabric plies . . . . . . . 45 Kg. 
(b) Between lining and fabric 

. . 3 6 Kg. 
(c ) Bellveen Cover and fabric . . . . . . 3 . 6 Kg . 


(d ) Bursting Pressure : 

A sample of hoses of 60 cm long when tested shall show a bursting pressure 
of not less than 20 kg / sq . cm . 


(e ) Oil Absorption : 

When tested by immersing the test piere in specified oil under specified condi 
tions the increase in weight of the lining and cover due to oil absorption shall 
be not more than 30 per cent and in each case the rubber shall be free from 
cracks and undue tackiness . As a result of the test the colour of the oil shall 
not be affected . 

( 3 ) Each length of oil resisting hoses shall be indelibly marked adjacent to 
each end with the manufacturer s name or trade mark , if any, hose denomina 
tions, month and year of manufacture. 


7 . Specifications for Chemical Hoses 

(Excluding organic liquid solvents ) 
The hose must consist of : 
( a ) an inner rubber tube or lining resistant to the liquid 

hose is to be used ; 
(b ) reinforcement plies of woven fabric; 
( c) an outer rubber cover. 


for which the 


( 1 ) The dimensions of Chemical hoges ( excluding organic liquid golvente ) Ball 
be as agreed to between the buyer and seller , 


( 2 ) The chemical hoges shall be tested for the characteristics conforming te . 
the requirements as specified below : 


Characteristics 


Unit 


Requirement for 
Lining Cover 


1 


. 


IOS 


). Tensile strength (Minimum 
* ) Elongation at break (Minimum ) 


. 
. 


. 
. 


. 
. 


. kg /eq.cm . 
. Per cent 


400 


poo 


(a ) Adheslon : 

The adhesion shall be such that the rate of separation shall not exceed 25 i 
mm /minute under the following loads: 


( a ) Between lining and fabric 
(6) Between fabric plies . 
(e) Between abric and cover 


. 
. 
. 


. 
. 
. 


. 
. 
. 


. 
. 
. 


. 
. 
. 


. 4. 5 Kg. 
. 54Kg . 
. 45 Kr. 
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- 


- 


- 


- 


- 


- 


- - 


(d ) Bursting Pressure : 


- 


- 


- 


- - - - - 


- - - 


- - 


Internal Diameter 


mm 


Bursting Interna Bursting 
Pressure Diameter Pressure 
kg /sq.cm . mm kg /sq. cm , 
(Minimum ) 

(Minimum ) 


12 : 5 . . . . . . . . 38 . 5 

31 
I . . . 

. . . 35 . 0 

38 
28 . 0 

32. 0 50 
- - - 

- - - - - - - - - - - - - - - 
( 3 ) Each length of oil resisting hoses shall be indelibly marked adjacent to 
each end with the manufacturer s name or trade mark , if any , hose denomina 
tions, month and year of manufacture . 


8 . Specification for Welding Hose of Rubber 
( 1 ) The dimensions of Welding hoses of rubber shall be as agreed to between 
the buyer and seller. 

(2 ) The welding hoses shall be tested for the characteristics conforming to 
the requirements as specified below : 


Characteristics 


Requirements for 
Lining Cover 


55 


a ) Tensile strength (Minimum ) . 
b ) Elongation at break (Minimum ) . 


. 
. 


. 
. 


. 
. 


. kg /sq . cm . 
. percent 


250 


70 
300 


( 2 ) Adhesion ; 

The adhesion shall be such that the rate of separation does not exceed 25 
mm /minute for the following under the specifed load . 
( 6 ) Between fabric plies 

. 4 . 5 Kg. 
(6 ) Between Lining and fabric . . . . . . 4 kg . 

(c) Between Cover and fabric , , , , , , 4 Kg. 
(d ) Burating Pressure : 


Interna Diameter 

mm . 


Bursting 
Preogurt 
Kg/Sq. 

си. 
(Mini 
mum ) 


$ : 
6 . 3 
8 . 0 
100 


9 ) Each length of welding hoses of rubber shall be indellbly marked adjacent 
1. @ ch end with the manufacturer s name or trade mark , if any , hose denomina 
Hono, month and year of manufacture. 
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9 . Specifications for Pneumatic Tool Hoses 
( 1) The dimensions of Pneumatic Tool Hoses shall be as agreed to between 
the buyer and seller . 

( 2 ) The Pneumatic Tool Hoses shall be tested for the characteristics conform 
ing to the requirements as specified below : 


- - 


- 


Chuacteristics 


Unit 


Requirem ( 1 


for 


Lining 


Cover 


- - 


- -- - 


- - - - 


- 


- - 


- 


(a ) Tensile strengil (Mininiun ! . . . . . Kg/sq . 

1 84 84 

Cm . 
(6 ) Elongation al bıçak (Mumum ) . . 

. . Percent 

300 300 
- - - 

- - - - 

- - - - - 

- - -- - - - - - - - - - - - 
( c ) Adhesion test : 

The adhesion shall be such that the rate of separation does not exceed 25 mm , 
per minute under the following loads : 
( a ) Between fabric plics . , 

. . . . . . 4 5 Kg. 
(6 ) Between lining & fabric . . . . . . 3 . 6 Kg. 
( c ) Between cover & fabric . . . . . . . 3 . 6 Kg. 


( d ) Bursting Pressure : 


- - 


- 


Internal diameter in mm . 


Minimum burst 

ing premsure in 
Kg. per sq . cm , 


10 


49 . 0 


56 . 0 


IZ S 
16 0 
20 - 0 
25 . 0 
31 5 
380 . 


:::::: 


56 : 0 
49 . 0 
455 
42 . 0 
38. 5 


- 


- - - - - - - 


- 


- - 


( 3 ) Each length of pneumatic tool hoses shall be indelibly marked adjacent 
to each end with the manufacturer s name or trade mark , if any , hose denomina 
tions, month and year of manufacture. 


10 . Specifications for Sand Blast Hoses 
( 1 ) . The dimensions of Sand Blast Hoses shall be as agreed to between the 
buyer and seller . 

( 2 ) The sand blast hoses shall be tested for the characteristics conforming to 
the requirements as specified below : 


Characteristics 


Unit 


Requirements for 
Lining Cover 


. 


" T20 


126 


[a ) Tensile strength (Minimum ). i 
b ) Elongation at break (Minimum ) , 


. 
, 


1 Kg/8q 

Çm . 
percent 


400 


400 


- -- 


- - 


- - - - 
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( c) Adhesion : 

The adhegion shall be such that the rate of separation does not exceed 25 
mm /minute under the following loads: 
( a ) Between lining and fabric 

. . . . . . 395 Kg. 
(b) Between fabric Plies . . . . . . . 55 Kg. 

(c) Between fabric and cover . . . . . 3. 5 Kg. 
(d ) Bursting Pressure : 

The bursting pressure of the hose will be as follows: 


Internal Diameter 

mm . 


Bursting 
Pressure 
Kg/sq. 

in , 
(Mini 
mum ) 


Internal Bursting 
Diameter Pregsure 
mm Kg /sq . 

(Mini 
(mum ) 


38 . 5 


28 


12 . 5 
16 mm . 
20 mm , 
25 mm , 


co 


20 


( 3 ) Each length of sand blast hoses shall be indelibly marked adjacent to fach 
end with the manufacturer s name or trade mark , if any , hose denominationg, 
month and year of manufacture . 


11. Specification for Spray Hoses 
( 1) The dimensions of Spray Hoses shall be as agreed to between the buyer 
and seller. 

( 2 ) The spray hoses shall be tested for the characteristics conforming to the 
requirements as specified below : 


Characteristics 


Unit 


Requirements for 
Lining Cover 


( a ) Tensile strength (Minimum ) 


70 


70 


Kg/ sq . 

Cm . 
Percent 


(6 ) Elongation at break (Minimum ) . 


. 


300 


300 


(c ) Adhesion : 

The adhesion shall be such that the rate of separation does not exceed 25 mm . 
per minute under a load of 6 . 0 lgs. for the following : - 

( a ) Between linitg and braid 
(6 ) Between braids, and 

(c ) Between cover and braid . 
( d ) Bursting Pressure : 


Incendi diameter 


Internal diameter 

mm . 


Bursting Pressure 

Kg/sq . cm . (Mini 
mum ). 


VA 


IO 


120 


125 . 


120 


( 3 ) Each length of spray hoses shall be indelibly marked adjacent to each end 
with the manufacturer s name or trade mark , if any , hose denominations, month 
and year of manufacture , 
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12. Specifications Radiator Hoges 
( 1 ) The dimensions of Radlator Hoges shall be as agreed to between the bar 
and seller , 

( 2) The radiator hoses shall be tested for the characteristics contornte to 
the requirements as specified below : 


Characteristics 


Unit 


Requirements for 
Lining Cont 


(a ) Tenalle strength (Minimum ) 


. 


. 
. 


. 
. 


. 
. 


. Kg/sq . 
. Percent 


Cm . 


55 
250 


( ) Elongation at break (Minimum ) 


(c ) Adhesion : 

The adhesion shall be such that the rate of separation does not exceed 20 mm 
per minute under the following loads . 

(a) Between lining and fabric or lining and braid . . . 3: 5 Rg. 
(b) Between fabric plies or braids . . . . . . 4 5 Kg. 
(c) Between cover and fabric or cover and braid . . . 3. 5 Kg. 


(d ) Bursting Pressure : 


h 


Internal Diameter 


Minimum 

Pressure 


Dwoch 
to * 


m 


. 


10 
12 . 5 
16 . 0 
20 
250 


38 . 0 
45 . 0 


............. 


434២៩៩៩៨5ដែ៩៥ 


63 0 . 
70 . 0 . 
750 . 


. 


(e ) Resistance to Ethylene glycol : 

( a ) The resistance of the lining to Ethylene glycol shall be such that the 
sample shall show no sign of separation of the lining and fabric or braided yar 
and it shall not develop any cracks or tackiness or be in such a condition that it 
may be readily disintegrated . 


(f) Resistance to Mineral Oil : 

( b ) The test specimen shall satisfy the following requirements after immer 
sion in mineral oil and testing . 
Maximum change in elongation at break 

. . . . . 30 percent of the 

original value . 
Maximum change in tensile strength 

. . . . . 30 percent of the 

original value. 
( 3 ) Each length of radiator hoses shall be indelibly marked adjacent to each 
end with the manufacturer s name or trade mark , if any, hone denominations 
month and year of manufacture . 
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13 . Specification for Vacuum Brake Hose for Railway fittings 
( 1) The dimensions of Vacuum Brake Hoses shall be as agreed to between the 
buyer and seller . 

(2 ) The Vacuum Brake hoses shall be tested for the characteristics conform 
wg to the requirements as specited below . 

( A ) The minimum requirements for the duck used in the hoses would be RS . 
two: 


Minimum Strength 
cm . width in 
standard condi 
tion . 


Warp 
(kg ) 


Weft 
(kg. ) 


, 


, 


Inner hose duck , 
Intermediate hoxe duck 
Cover duck . 


14 : 00 
18 . 00 
20 5 


14 . 00 
18 . 00 
20 . 5 


(he ) Physical Test : 

Hoses shall be bent by hand to the undernoted degrees without digplacement 
of the wire core or rupture of the canvas covering . The bencing should be done 
omte in the one direction and then in the opposite direction . 


m 
083 X3i . 

. . Bend till ends touch 
960XSI . . . . . Bend till ends are 102 mm . apart. 
435 X51 

. . . . Bend till ends are parallel. 
(r ) Vacuum Retaining Capacity Test : 

The hoses shall be connected by means of a cylindrical nozzle of. 80 : 3 mx 
( 2 : 3 / 3 inch ) diameters and not less than 44 mm ( 1 - 3 / 4 inch ) in length to chamber 
ar 1983 cu cm ( 100 cubic inches ) volume with the free end closed with a cylindri 
cal plug, identical in external dimensions with the nozzle , and with 508 mm ( 20 
Inches ) of vacuum throughout the assembly , shall not, on isolation from the 
sources of vacuum , recorded a drop of more than 76 mm ( 3 inches ) in one hour 
on the chamber gauge . The hoses shall not be clipped or otherwise bound to the 
whamber nozzle or plug for this test . 


ad ) Contraction Test : 

Hoges when gubjected to 508 mm ( 20 inches ) of vacuum shall contract not 
more than 5 per cent of their original length when at rest. 

( 3 ) Each length of Vacuum Brake Hoses shall be indeliably marked, adjacent 
to each end with the manufacturer s name or trade mark , if any , hose denomina 
rions month and year of manufacture . 


14. Specifications for Feed Pipes (Hoges ) for Locomotives 
( 1) The dimensions of Feed Pipes (Hoses ) for Locomotives shall be as agreed 
to between the buyer and seller . 

( 2 ) The Feed Pipes (Hoses ) shall be tested for the characteristics conforming 
to the requirements as specified below : 
( ) Bend Text: 

The hoses all he bent hy hand under the following noter degrees without 
displacement of thin wire core or damage of the canvas covering. 

835 M11 51 mm - T11 the ends are parallel. 
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(6 ) Adhesion ; 

The adhesion shall be such that the separation shall nol exceed 25 mm per 
minute under a load of 3 : 6 kg , between : 

( i) fabric and fabric , 
(ii ) fabric and cover. 


(c ) Hydraulic Test: 

The hoses shall be subjected to an internal water pressure test of 7 kg / sq , cm , 
for 5 minutes without showing any leakage and rupture . 

( 3 ) Each length of feed pipes (hoses ) shall be indelibly marked adjacent to 
each end with the manufacturer s name or trade mark , if any, hose denomina 
tions, month and year of manufacture . 

No. 60 (127) Exp.Insp /85. 
A , C . BANERJEE, Jt. Secy . 
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